FY19 WAYNE MEADOWS INFRASTRUCTURE IMPROVEMENT
WAYNE TOWNSHIP
WARREN COUNTY
CDBG

SHEET INDEX
T101.................TITLE SHEET
D101.................DETAILS/PROJECT NOTES/TYPICAL SECTION
C101-C102..........CIVIL SITE PLANS

LEGEND

DITCH CL=957.03
DITCH CL=957.37
DITCH CL=959.27
DITCH CL=959.48
DITCH CL=962.09
DITCH CL=963.06
DITCH CL=963.42
DITCH CL=963.89
DITCH CL=964.26
DITCH CL=956.95
DITCH CL=960.53
DITCH CL=963.02
DITCH CL=963.30
DITCH CL=964.57
DITCH CL=965.04
DITCH CL=959.93
DITCH CL=956.48
DITCH CL=963.06

VACANCY MAP
NOT TO SCALE

JAMES S. JONES, P.E.
JWC, Jones Warner Consultants, Inc.
Project ID: [1354x223]
Sheet: [148x223]
Title: [148x223]
Drawing Scale(s): [1094x160]

Description of revisions and/or changes to drawing set

1. [1014x139]
2. [1014x114]
3. [1014x90]
4. [1014x65]
5. [1014x41]

PREPARED FOR
WAYNE TOWNSHIP
WARREN COUNTY
OHIO

PROJECT LOCATION
CARTER ROAD
WAYNE TOWNSHIP

ISSUED FOR
CONSTRUCTION
CARTER DRIVE
PAVEMENT OVERLAY
AND STORM IMPROVEMENTS

DETAILS SHEET
D101

LEGEND OF MATERIALS

ROADWAY TRENCH DETAIL

DRIVEWAY TRENCH DETAIL

CONSTRUCTION OF SILT PCHE

PROPER PLACEMENT OF SILT PCHE

OUTER DRAINAGE Ditch

PLU

MNL

NOTE:
DRIVE CULVERT PIPES SHALL
HAVE A MINIMUM OF 12" OF COVER

ITEM 814 - MAINTAINING TRAFFIC

WE KONSIDERED FOR MAINTAINING TRAFFIC IN THE MAIN
LANE OF CERTAIN WASTE CONSTRUCTION FOR STREETS AND TAPED
CROSS WOODS FROM THE WASTE CONSTRUCTION FOR THE WASTE CONSTRUCTION
SHOULD BE PERFORMED PRIOR TO THE MAIN LANE CONSTRUCTION VIA THE WASTE CONSTRUCTION.
A. DIRECTORS SHALL BE AUTHORIZED BY THE CONTRACTOR TO
LAY OFF A SPACER (SAW CUT) ON PAVEMENT FOR A MINIMUM OF 10"
B. DIRECTORS SHALL BE AUTHORIZED TO LAY OFF A SPACER (SAW CUT)
ON PAVEMENT FOR A MINIMUM OF 10" WITH THE AGREEMENT OF THE CONSTRUCTION OF THE WASTE CONSTRUCTION
SHOULD BE PERFORMED PRIOR TO THE MAIN LANE CONSTRUCTION VIA THE WASTE CONSTRUCTION.
C. THE CONTRACTOR SHALL UTILIZE ITS OWN MACHINERY IN ADVANCE TO
PREPARE THE LANE FOR THE MAIN LANE CONSTRUCTION AND PERMIT THE
MAINTENANCE OF THE WASTE CONSTRUCTION WITHOUT THE NEED FOR THE WASTE CONSTRUCTION.

CONSTRUCTION NOTIFICATION

THE CONTRACTOR SHALL ISSUE TO THE OWNER AND CONTRACTOR A WRITTEN NOTICE PRIOR TO THE MAIN LANE CONSTRUCTION OF THE WASTE CONSTRUCTION TO PERMIT THE MAIN LANE CONSTRUCTION VIA THE WASTE CONSTRUCTION.

ITEM 814 - "CONSULT TYPE 6 (VARIOUS STYLES)"